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EZAAKO A.E.

5°xAp. EBv.O800 Aapiong-Abnvav
AAPIZA

TnA.: (+30) 2410 688 688

Fax: (+30) 2410 688 530
info@exalco.gr

www.exalco.gr

MONIMEX EKOEXEIZX/
SHOWROOMS:

AOHNQN/ATHENS

A. Knoiciag 134 & ManagpAécoa, 151 25
MAPOYZI

TnA.: (+30) 210 80 63 360

Fax: (+30) 210 80 63 645

LivBeTo MaveA AAouptviou yia

AAPIEAL/LARISSA
Hp. Mohutexviou 163, ESWTEPIKI EMEVSUT KTIpiwY
TnA.: (+30) 2410 283 222
Fax: (+30) 2410 283 222

EXALCO S.A. . = o o
5th kim.National Road Larissa-Athens Aluminium Composite Material for

Larissa, Greece ) ) ) )
Tel.: (+30) 2410 688 688 exterior cladding applications
Fax: (+30) 2410 688 570

info@exalco.gr

www.exalco.gr

EXALCO ROMANIA SRL
Bucharest,

Tel.: (+40) 21 42 00 845
office@exalco.ro

EXALCO BULGARIA S.A.
Sofia,

Tel.: (+359) 2 97 90 603
www.exalco.bg
exalco@exalco.bg

EXALCO ALBANIA S.A.
Tirana,

Tel.: (+355) 42 32685-7
alumix@abcom-al.com
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E=H sTaipia

H Exalco amé 1o 1974 mpwraywvIoTel

0OTIG e€eNIEEIC TwV TUGTNUATWY AAOUpIVIOU
oXedIACoVTaC KOl TTAPAYWVTOGS TIPOIOVTA
uynARg To16TNTAS KaTAAANAQ yia T
dnuIoUPYiIa KaI TWV TTIO ECEIBIKEULEVIV
KOTOOKEUWV.

Avapeaa aTnv peyaAn ToikIAia Twv TIPOIGVTWY
NG avAkel kal To Exalco-bond,

oUvBeTo TIAveA aAoupiviou Pe OTTEPIOPIOTESG
£QAPUOVEC OTNV EGWTEQIKN ETTEVOUGT KTIQIWV.

To uAike =

To EXALCO-BOND €ivail amoKAEIOTIKG TIpoiov
¢ Exalco. AmroteAgital amod duo @UAAa
ahoupiviou Traoug 0.5mm Kai ammo [n
T081K6 TTUPVa TTOAUCIBUAEVioU
Taxoug 3mm. To GUVOAIKG Traxog Tou
UAIKOU eival 4mm. To eEwTepIKG QUANO £
KaAUTITE Evar £100G UYPAG aVBEKTIKAG BaQri.

>< The company

Exalco since 1974 is a leader in the
development of aluminium systems,
designing and producing high quality
products, suitable for creating even
the most special constructions.
Among the wide product range is
Exalco-bond,a composite material with
unlimited exterior cladding applications.
The material £ §
|
EXALCO-BOND is an exclusive product |
by Exalco. It consists of a non-toxic 3mm !
polyethylene core bonded between 0.5mm
aluminium facing and backing sheets.
The standard overall thickness of the material
is 4mm. The facing sheet features a
durable colour coating.




